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1. Install the software

This section explains how to install Stood on your system. This version of the
software may run on a Windows or a Unix platform, but the software must be
installed on a loca or a remote file system first. Following configurations are
supported:

* local installation on a standalone Windows PC.

* network installation on an Windows server, for windows only client
platforms.

* local installation on a standalone Unix platform.

* network installation on an Unix server for Windows and Unix client
platforms.

There are no strong constraints as regards the location of the software on the file
system. Installation procedure doesn't require privileged rights except if
accessing protected directoties. Here are afew advises:

* bi n. xxx, sbpr ol og and exanpl es directories should be stored in
an area shared by all the users of Stood.

« confi g directory should be stored in an area shared by al the
members of a same Project.

+ stood. i ni or.stoodrc filesmay be customized by each user
and located in their own working directories.

« al installation pathnames should comply with both windows and
Unix naming constraints. In particular, Pr ogr am Fi | es directory
mustn't be used on a PC Windows, because this pathname is not
Unix compliant.
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1.1. Distribution media

The software may be delivered on severa ways.

e fromf t p download.
 from aCD-Rom.

If an Internet access is available on your system, you can download Stood
from following address:

http://ww. t ni -worl d. com support

A login name and password is required. Please contact the Stood technical
support to get it:

stood@ni -worl d. com

Else, if you received a CD-Rom, required installation files should be directly
copied from this disk, after it has been properly mounted on your system.
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1.2. Distribution contents
A typical distribution directory contains the following components:

* St 00d50W ndows. exe: auto extractible setup fileto install Stood
locally on a PC Windows NT/2000/XP.

e St 0od50Sol ari s. tar.gz: compressed archive containing the
distribution filesfor Sun Solaris2 platforms.

e St 0ood50Li nux. tar. gz: compressed archive containing the
distribution filesfor PC Linux platforms.

* St 00d50W ndows. t ar. gz: compressed archive containing binary
filesfor PC Windows to be installed on aremote Unix server .

Following chapter describes the installation procedure to be followed after the
appropriate components have been copied to your system.
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1.2.1. Installation on an Unix workstation

To install Stood on an Unix network server, or on a standalone Unix
workstation, please first get access to the appropriate components from the
selected remote file server, or standalone workstation:

St 0od50xxxx. tar. gz

First go to the directory where Stood has to be installed. Super user rights are
not required, except if the software has to be installed in a protected directory:

cd installation_directory
Then, uncompress and expand each selected fi | e. t ar. gz fileasfollow:

gunzip file.tar.gz
tar xvf file.tar

Around 20 Megabytes of free disk space is required on the server for a single
platform target. Note that the various binaries may be installed on the server.
Each additional bi n directory will use around 5 Megabytes on the disk, and all
the other distribution directories may be installed only once, and will be shared.

As soon as al the transfered files are expanded, the installation is completed.
Stood may be launched in demonstration mode without any further action:

bi n. xxx/ st ood

Toinstall afull user license, please refer to chapter 2.
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1.2.2. Installation on a Windows PC

To install STOOD on a Windows network, or a standalone Windows PC,
please first uninstall any previous version of Stood on your PC, and execute
following auto extractible archive file from the selected remote Windows file
server, or a standalone Windows PC:

St 0od50W ndows. exe

A setup dialog window should appear. Please follow proposed instructions to
perform installation procedure.

{8/ setup - 5tood =]k
Welcome to the Stood Setup
Wizard
This will inatall Swod version 5.0 an your compule
Lis recanmendad Fial you close all athar appheabons el
Chick Ma o conmbrus. or Cancal 1o et Satup
Bdaxt > l Cancel J
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| 5! setup - Stood

Halect Destination Locabion

Where should Stood be installad?

Setup will nstall Sicod inta the following foldar.

To contnua, click Mea If you would lika to salect a diffarant folder, click Browsa

LA\ TnilStood Browse

Alleast 125 ME of fraa disk space is required

< fack ] [t = [ Cancal J

The installation directory must comply with a few particular constraints. Stood
can work in a similar way on a Windows or an Unix file system. Chosen
installation directory must thus comply with both Windows and Unix
pathnames rules at the same time.

For instance, no space nor specia character may be used to specify Stood
installation path. Especialy, dont select Program Fil es as the target
directory on your system, asit is not compliant with Unix files naming rules.
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15 setup - Stood

Select Components

Whith comparsants shoukd b nataled?

Ealeci i componanis you want o isstal clear he compoaans you do notwast i insiall
(Chck Mexd when you e ready o cosinus

Ful irmtalabon -
. Exampie Files GE W
Cument sslection requres ol sast P50 ME of disk space
= Bk | Dot = | Cancal

The distribution includes an optionnal package containing a few examples.

These examples are not mandatory for a proper use of Stood. They can be
removed from the list to save disk space.

i Setup - $tood

Balact Stait Manu Folde

Whars shoud Salp placs ha program's ahenout?

Sakip wil crest the program's shoncuts in the following Siart Mo fokder.

To contmus, chck Mot Fyouwoukd ks io pelect 3 dffsrenitolder, click Browes.

-

spack  |[ pee | [ cance
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i Setup - Stood

Sabact Additicnal Tasks
Which addi#ional tasks should be pedarmad?

Selectthe addbonal tesks you would ke Setup jo perdorm while retaling Scod, then click
Mt

[+] Craate & gesktop ivon

[+] Asseiaie ® alo, " sy and * ot 10 Stoed

cBack | et Cance

A few Windows file types may be associated to Stood during the installation
process. When double-clicking on them, the following action will occur:

*.SsycC opens Stood and loads the corresponding system configuration.
*.sto opens Stood and loads the design containing the St ood. st o file.
*.sts opens Stood and execute the corresponding ST Shell script.
';'Blsnupamd

Ready o latall
Setup & now rasdy 10 Dagn ngtaling Socd an your compuar

Clck Ingtal i conbnug with the nslaliation, of chek Back # you want b review of changs any
satings

Destinalion kcaton -
LA TniEscod

Sehp typs
Cissiom installation

Salacisd componssis
Maim Filas
Example Files

Stan Meni fddar
Srcod

< Back l |nseail ] Cancel
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2. Install the license key

Except for the demonstration mode, Stood requires a software or hardware
license key to operate properly.

2.1. Demonstration mode

If no license key has been installed (default configuration), or if the number of
used sharable tokens is exceeded, Stood runs in demonstration mode. In this
case, edition islimited to 10 HOOD Modules.

£ stood 5.0

- [
12 Stood Demao Version.

N

This version is limited to 10 hood modules.

Select'About Stood' command in menu 'Help'
to contact TNI Europe for a full license

Please note that the demonstration mode should be restricted to discovery and
educational purposes, else it denotes the lack of a proper user license for the
software, and no guarantee is given by TNI Europe when using Stood in
demonstration mode.
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2.2. Time-limited licenses

A time-limited software license key may be instaled in order to enable a fully
featured use of Stood until a given date. This software license key must be
inserted inside the st ood. i ni (for Windows plartforms) or . st oodr ¢ (for

Unix platforms) initialization file.

On a Windows PC, the time-limited license key information looks like the
following:

[ Li censi ng]

Or gani zat i on=Conpany Nane
Li censee=User Nanme

Li censeCount =1

Mode=Ful |
Expi rati onDat e=31/ 12/ 2004
Passwor d=1234567

On an Unix workstation, the same time-limited license key information looks

like the following:

Li
Li
Li
Li
Li
Li

censi
censi
censi
censi
censi
censi

ng.
ng.
ng.
ng.
ng.
ng.

Or gani zat i on: Conpany Nane
Li censee: User Nane

Li censeCount: 1

Mode: Ful |

Expi rati onDat e: 31/ 12/ 2004
Password: 1234567
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2.3. Network shared licenses

A license file may be installed on a Windows or Unix network server, in order
to make floating license tokens available to any connected client. For this
system to work properly, remote server file must be visible from each client
platform. The tool administrator must contact TNI Europe technical support to
install a floating lisense tokens file on a network server, and users must add the
following information inside the st ood. i ni (for Windows plartforms) or
. st oodr c (for Unix platforms) initialization file on each client platform. On a
Windows PC, the network floating license key information looks as follow:

[ NFL]
Fil e=\\server\license\stood. nfl
Rel easeDel ay=1440

On an Unix workstation, the same network floating license key information
looks as follow:

NFL. File://server/licensel/ stood. nfl
NFL. Rel easeDel ay: 15

When Stood is running, information about actually used license tokens may be
obtained with Help/About license... menu of the main window:

i) Dueision TM
20 Ucoree: THY
Expabior dole nEw

Totel keerwes 10
Aeominbls icoraes 5

Uzed boarmaic |
. e 0 FIERAIE |22 daceanber 1555 ) [22 decenbes DESE 1]
Leeras e geadubuhorsed cance rizod il

-
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3. Quick start guide

As soon as the software and its license have been installed, Stood may be used,
and all itsfeatures are avaible to perform HOOD and UML 2.0 architectural and
detailed design tasks. This chapter provides only brief information to get
started. To go further in using the tool, please refer to the Sood User's Manual.

This quick start guide refers to a standard standalone installation on aWindows
PC. Please note that afew differences may appear when using an Unix version,
or anetwork installation.

A small tutoria is aso automatically installed with the default distribution of

Stood. This tutorial is available from the startup menu. Just select the
| essonl to start the tutorial.

:ﬂ PrintMe Internet Printing *

) stood » ) Tutorial * 5] lessoni
i) XTNDConnect PC v |55 stood 5 lesson2
I Adobe Reader 6.0 55 lesson3
Bl TextPad 5 lessond

¥ El readme
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3.1. Launch Stood

After a standard installation, a shortcut for Stood is available in the startup
menu, and on the desktop. However, a better practice consists in creating a new
working  directory, and creating there a new shortcut to
C:\ Tni \ St ood\ bi n. w32\ st ood. exe. (or the actua installation
directory)

Then, edit the shortcut properties and set the startup directory to that new
dedicated working directory. Doing so, each time Stood is executed from this
new shortcut, the newly created Systems and Designs will be stored in that
working directory.

It is also a good idea to create a local initiaization file (st ood. i ni ) in the
working directory. This file should only contain the properties that differ from
the standard configuration. These properties will overload the default ones if
Stood is executed from the working directory.

The working directory can be referenced inside the initiaization files, using the
local environment variable $WORKDI R. In a similar way, the variable $TOOL
refers to the installation directory. A property in these initialization files
specifies the storage locations for Stood Systems and Designs. Default setting
for this property is:

SavePat h=8$WORKDI R, $TOOL\ | i bs, $TOOL\ exanpl es

But it can be customized in a user's initialization file to get access to other
directories.
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3.2. View the examples

Unlike the previous versions of the tool, Stood 5.0 doesn't automatically load
the list of available systems found by searching the SavePat h variable. To
open the examples that have been optionnaly installed with the product, please
operate as follow:

Select Open system... in the File menu:

|Eistend 5.0
A Edt Oesign Component  Feature  Took  Hedp
ey syshemL.,
CHs Eysgm.., Fuequiarstens  Biraghic Design | Databecd Disign | Crechoos | Cose | Dooumantation | Dophogwens |
CHood | m | wr om wy R mp p om, m e, om om, | @
# Ui |08 0
STshel,
Guir
o | e | | cow | sl HI-:MM
E -
1 F.
_?’"él'\-"fN“ sl res-tre-Copge
cydrgoected_Coumsr  grevers-ad s
(i A eTene e
o Avtsrboive
Pasie cw el
-
ek oo = =]
Fovoennigess  Chee o e P ] _| e
Srnod demo mpcks- seleci Aok demo’ command n Halp men T

This shows a standard file selector. Go to the exanpl es directory and select a
. syc file. Thiswill load the corresponding example.
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3.3. Create a new Design

A System represents a Project, composed of several sharable Designs (your
current application, reusable components, libraries, other sub-systems, ...).
When opening Stood for the first time, only predefined System examples are
available. To create a new System, use New system... in the File menu and give
it anamein the dialog box:

il Stasd 5.0 T
[ Edt Desgn Component Festure Toos Hep
iy Fyslem. .
Ciper System. .. f | | Chackars | Coda | Eocunmstuen | Daplowand |
C Hood | | ®e A e mEom =, e, |
it - ®E 0
5TShel
ot
ot | el tent | b
ﬁmwm E
\z) Type in naw syslem nama :
frew
QK I Canceal I

The created System, however doesn't contain any data yet. To reference
already existing Designs, select Add to system ... in the File menu, and select the
chosen St ood. st o filein the file selector.
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To create anew Design, use New design ... in the Design menu:

|HM5.I-M ‘
Fie Edt | Desgn | Component Festire Took  Hep
e desn o e,
Dasigra | few dsgrn bimn | g g | s Doikrs| oo | Dt | it asmoengion | Dsplamsrs |
wirnl node... | e oAy oy omy m = .. .

st |uta) =
|
1l
Edesign name m
P
new
| St dorra rad: et ey oKk | _cancel |

The corresponding entry appears in the Designs list. With asingle click on this
name in the list, the Design is loaded in read-only mode. To load it in read-
write mode, use a double-click or Lock design in the Design menu. When loaded
in read-write mode, a green locker is shown near the Design name. This means

that nobody else can open it in read-write mode.

The software design activities may now start. The following activities are

supported by Stood:

- load or create software requirements

- perform architectural and detailed design and coding
- verify the design

- produce source files and documentation.
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